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KICKSPACE HEATER & FAN CONVECTOR SERIES

Pacific
Contractor

Unit
Models

PCU-5 (5,000 BTUH)
PCU-7 (7,000 BTUH)

“Contractor’s Model”

The PCU Series is a hydronic heat only fan convector
that recesses into the wall while protruding only 7/8”
into the room

Mounts directly to wall studs while accommodating
installation of sheet rock

Both sizes easily fit between 16”o.c. wall studs

The PCU is a fully integrated unit ready for piping and
wiring to a field supplied room thermostat

Teflon bearings provide many years of quiet operation
and reliable performance

Beautifully engineered and crafted front cover that is
sure to please even the most discriminating homeowner

Air vent is easily accessible if needed

5 year warranty

UL listed

Perfect for multifloor urban dwellings
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PACIFIC CONTRACTOR UNIT

MODELS

PCU-5 and PCU-7

Application
The QUIET-ONE 2000 Pacific Contractor Unit continues the

tradition of supplying flexible solutions for those hard to heat
areas. Designed to fit between 16" O.C. studs, the PCU can mount
in any wall of the house. It can also be used in ceiling applications,
or be installed in the end of counter cabinets or bathroom vanities.
It can be used in dressing rooms, walk-in closets or in mudrooms
and entry ways. This product is commonly used in townhouses and
apartments.

The cover is painted with a high grade primer finish which may
be used as is or can be painted, wall papered or marbleized.

Engineering Specifications
Construction. The PCU chassis and grille is manufactured from

high grade zinc coated steel. The grille is wider and longer than the
chassis in order to cover the wall opening while allowing room to
sweat the S & R copper.

Heat Exchanger. A highly efficient, headered coil, made of
copper tubes expanded into smooth aluminum plate fins (10 FPI),
tested at 300 PSI, and sealed for quality. The heat exchanger is
positioned in the PCU for maximum heat transfer over the coil.

Fan and Motor Assembly. High spec tangential SEL fan and
motor assembly consists of high static fan wheel and scroll,
detachable motor, replaceable “easy glide” sleeve bearings, and
the fan and motor cut out are protected to UL/CSA specifications.
This fan and the motor assembly is designed to enhance the
“coanda” effect, and to run whisper quiet without vibration.

Controls. The PCU is not furnished with a reverse acting
aquastat as it is designed to be wired directly to a line voltage
thermostat. If an aquastat is required, they are furnished as
standard in our PWU recessed wall units.

Water Connections. Supply and return connections are 1⁄2" sweat
connections located to the right of the unit as you face the grille. A
water vent with wide convenient screwdriver slot is accessible
through the grille.

Electrical Connections. 120/60/1 power supply is required. All
that’s required is to knock out the junction box hole you want to use
and wire to the L1 and L2 leads. There is a convenient one screw
access plate on the top of the unit to get at the ground.

Design
The PCU is a fully integrated heat producing product. Simply

connect the supply and return lines, perform the required wiring
and the PCU will operate for many years of quiet comfort.
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Dimensions

Capacities
ENTERING BTU/HR @ GAL. PER MINUTE

UNIT WATER TEMP. 1 GPM 2 GPM 3 GPM 4 GPM 5 GPM
140°F 3987 4230 4698 4788 4905
150°F 4338 4650 5238 5364 5586
160°F 4752 5160 5750 5904 6020

PCU-5 170°F 5364 5760 6180 6300 6480
180°F 5877 6120 6966 7092 7313
190°F 6363 6750 7479 7650 7785
200°F 6750 7200 8046 8200 8460
140°F 5013 5490 5880 6210 6550
150°F 5850 6192 6750 7200 7600
160°F 6408 6858 7650 8316 8700

PCU-7 170°F 6921 7524 8380 9000 9250
180°F 7520 8172 9130 9828 10100
190°F 8195 8910 9920 10584 10710
200°F 8950 9630 10630 11340 11450

• All capacities are rated upon actual installation.
• For low speed ratings use .75 for the PCU-5 and .70 for the PCU-7.

Adjustable
sliding flange to 
accommodate different
sheetrock thicknesses

Unit-Chassis C D E F G
PCU 5/ 7 171⁄2” 77⁄8” 3/8” 141⁄8” 31⁄2”

Unit-Front A B
PCU 5/ 7 191⁄2” 171⁄8”


